
D-88

KBFC TYPE 
� Center Mount Round Flange Type �
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Ddranticorrosionstandard
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tolerance

�mmm
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�16

� 4
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89.51927550KBSFC50GKBSFC50KBFC50GKBFC50
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part number structure
example KBSFC 25 G UU SK

KBFC

KBSFC

specification
standard

anticorrosion

blank steel

resinG

inner contact diameter

retainer material
blank without seal

seals on both sidesUU

seal

blank no surface treatment

electroless nickel plating

Raydent treatment

industrial chrome plating
black oxide*

SK
RD
SB
SC

outer cylinder surface treatment

-

*not available in KBSFC type

This type is a metric dimension series generally used 
in Europe.
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shaft 
diameter

allowable 
static 

moment

Mo
N�m

basic load ratingperpen-
dicularity

major dimensions
mass

g

static

Co

N

dynamic

C

N

eccentricity

�m

flange

mm�m

X�Y�Z

mm

P.C.D.

mm

t

mm

Df

mm
8594.3804421

1515
3.5�6�3.124532

1211011.71,5708134.5�7.5�4.132642
1616014.21,7809214.5�7.5�4.136646
2026025.02,7401,370

1717
5.5�9�5.143854

2554044.03,1401,5705.5�9�5.151862
3081578.95,4902,5006.6�11�6.1621076
401,8051478,0403,430

2020
9�14�8.1801398

502,82039615,9006,0809�14�8.19413112
604,92048720,0007,550252511�17�11.111218134

1N�0.102kgf�1N�m�0.102kgf�m

mounting
holes x 4


