
D-86

KBK-W TYPE 
� Square Flange Double-Wide Type �

part number
L

�0.3

mm

Ddranticorrosionstandard
Df

mm
tolerance

�mmm
tolerance

�mmm
resin retainerstainless retainerresin retainersteel retainer

32460/�1316� 9

� 1
8KBSK 8GWKBSK 8WKBK 8GWKBK 8W

4261  0

�16
2212KBSK12GWKBSK12WKBK12GWKBK12W

466826�11

� 1
16KBSK16GWKBSK16WKBK16GWKBK16W

5480
  0

�19

3220KBSK20GWKBSK20WKBK20GWKBK20W
6211240�13

� 2
25KBSK25GWKBSK25WKBK25GWKBK25W

761234730KBSK30GWKBSK30WKBK30GWKBK30W
98151  0

�22
62

�16

� 4

40KBSK40GWKBSK40WKBK40GWKBK40W
1121927550KBSK50GWKBSK50WKBK50GWKBK50W
1342090/�259060KBSK60GWKBSK60WKBK60GWKBK60W

part number structure
example KBSK 25 G W UU SK

KBK
KBSK

specification
standard

anticorrosion

blank steel

resinG

inner contact diameter

retainer material

blank without seal
seals on both sidesUU

seal

blank no surface treatment

electroless nickel plating

Raydent treatment

industrial chrome plating
black oxide*

SK
RD
SB
SC

outer cylinder surface treatment

-

*not available in KBSK type

This type is a metric dimension series generally used 
in Europe.
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shaft 
diameter

allowable 
static 

moment

Mo
N�m

basic load ratingperpen-
dicularity

major dimensions
mass

g

static

Co

N

dynamic

C

N

eccentricity

�m

flange

mm�m

X�Y�Z

mm

P.C.D.

mm

t

mm

K

mm
8514.3804421

1515
3.5�6�3.124525

129011.71,5708134.5�7.5�4.132632
1613514.21,7809214.5�7.5�4.136635
2022525.02,7401,370

1717
5.5�9�5.143842

2550044.03,1401,5705.5�9�5.151850
3072078.95,4902,5006.6�11�6.1621060
401,6001478,0403,430

2020
9�14�8.1801375

502,62039615,9006,0809�14�8.1941388
604,48048720,0007,550252511�17�11.111218106

1N�0.102kgf�1N�m�0.102kgf�m

mounting
holes x 4


