## MODEL CODE



| $\begin{gathered} \text { a } \\ \text { Size } \end{gathered}$ | b <br> Model | $\begin{array}{\|c\|} \hline \mathbf{C}_{1} \\ \text { Number of Stops } \\ \text { (S ) } \end{array}$ | $\begin{gathered} \mathbf{C}_{2} \\ \text { Index Period } \\ (\theta) \end{gathered}$ | Motion Curve | Hand of Cam |
| :---: | :---: | :---: | :---: | :---: | :---: |
| $9$ <br> 90 mm | A D <br> Alpha Series | $\begin{array}{r} 08 \\ 8 \text { Stop } \end{array}$ | $\begin{array}{\|l\|} \hline 18 \\ 180^{\circ} \end{array}$ | SMS-3 Curve | 1 Dwell Right Hand Cam |
| Shaft-toshaft distance 7, 9, 11 15, 23, 33 45 are available | A D Alpha Series | Number of stops of the Indexing Drive. | Cam rotation period (during which the output moves.) (Total angle at 2 dwell) | 7 SMS-3 Curve <br> (SANKYO <br> Modified Sine) <br> 8 SMCV-3 Curve <br> (SANKYO  <br> Modified Constant  <br> Velocity)  <br> 9 Custom-made <br> Motion Curve  <br> (Special order)  | Indicates rotating direction of input and output shaft and number of dwells. |
|  |  |  |  |  | L, L2 Left Hand Cam (Special order) |

Geared Motor


## Model Selection information

Sandex model codes are specified by a combination of numbers and alphabetic characters. An erroneously specified product code will usually result in a product unusable in other applications. Use the same caution when specifying the product code for the geared motor and optional torque limiters. When specifying other requirements such as special gear ratios, motor voltages, copper plated terminal boxes, etc., include the symbol X at the end of the product code and attach a separate user requirements sheet. Queries concerning price, volume, and delivery should be directed to a Sankyo salesman or representative.


## Timing Cam-Photo Switch



## Torque Limiter (option)



